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Decide whether the tray is going to be installed recessed into the floor (barrier free) or mounted 
on top of the floor (easy access). If mounting on top of the floor, do not excavate the floor.

Décidez si le receveur sera encastré dans le sol (accès sans obstacle) ou monté en surface (accès 
facile). Si le receveur est monté en surface, il n’est alors pas nécessaire de toucher au sol existant.

RECESSED TRAY DESCRIBED

RECEVEUR ENCASTRÉ

1. Place tray in position and mark out the size on the floor.

1. Positionnez le receveur et délimitez la dimension sur le sol.

2. Break out screed or concrete to a minimum depth of 
50mm. Check that the tray fits into the opening.

2. Décaissez la chape ou le béton sur une profondeur 
minimale de 50mm. Vérifiez que le receveur s’insère dans 
l’ouverture
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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Access Tray Fitting Instructions for Solid Floors 
Receveur Access - Notice d’installation pour sol dur 
Depending on the size, the tray may be heavy, please be careful whilst handling. Protect 
shower base from damage by using the cardboard packaging.

Selon la taille, il se peut que le receveur soit relativement lourd, veuillez être prudent lors de 
sa manipulation. Protégez le receveur de douche de tout dommage à l’aide des emballages 
cartonnés.

ACCESS TRAYS MUST NOT BE CUT (CTL cut-to-length tray models can be cut).

LE RECEVEUR ACCESS NE DOIT PAS ETRE COUPÉ. LES RECEVEURS ACCESS CTL (RECOUPÉS)
PEUVENT ÊTRE RECOUPÉS EN LONGUEUR ET/OU EN LARGEUR.
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Receveur Access - Notice d’installation pour sol bois 
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English / Français

3. Decide on direction of waste and breakout wall if required. 
For the waste it is necessary to break out 150mm diameter 
to a depth of 150mm. Repair any damage to damp proof 
course membrane. Install the waste piping (minimum fall 1 
in 40) and fit the waste securely to the pipework. The waste 
should line up with the centre of the waste opening in the tray. 
Please read the separate waste instructions.

3. Décidez du sens de l’évacuation et faites une brèche dans 
le mur si nécessaire. Pour accueillir la bonde de vidage, il est 
nécessaire de faire une brèche dont le diamètre et la profondeur 
seront fonction de la bonde utilisée. Réparez tout dommage à 
la membrane d’étanchéité. Installez la tuyauterie de la bonde 
(pente minimale de 1 pour 40) et assurez-vous que la bonde est 
bien fixée à la tuyauterie. Celle-ci devra être reliée à la bonde de 
vidage située au niveau du perçage du receveur. Veuillez-vous 
référer aux notices livrées séparément avec la bonde de vidage.

4. To ensure a waterproof seal, the supplied tiling upstand 
should be added to the edges of the tray that will be 
placed against the walls, see separate fitting instructions. 

4. Pour assurer l’étanchéité entre le receveur et le mur, les 
profilés carrelage fournis doivent être fixés sur les bords du 
receveur qui seront disposés contre les murs. Se référer à la 
notice d’installation des profilés carrelage.

SILIC
O

N
E

ELEGANCE COLLECTION DOORS
FITTING INSTRUCTIONS

NOTICE D’INSTALLATION
PAROIS ELÉGANCE

Eye Protection 
must be worn 

where 
appropriate

Porter un  
dispositif de 

protection des yeux 
le cas échéant

Ear Protection 
must be worn 

where 
appropriate

Porter une 
protection  

auditive le cas 
échéant

Dust masks  
must be used 

where 
appropriate

Porter un masque 
anti poussière le 

cas échéant

Use hand 
protection 

where 
appropriate

Utiliser des gants 
de protection le 

cas échéant

Safety Helmets 
must be worn 

where 
appropriate

Porter un casque 
de sécurité le cas 

échéant

Foot Protection 
must be worn 

where 
appropriate

Porter des 
chaussures de 
sécurité le cas 

échéant

WARNING : Failure to comply with these instructions may invalidate the warranty.
ATTENTION : Le non-respect de cette notice d’installation pourrait annuler la garantie.
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Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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Combi adaptors Fitting Instructions
Elegance Collection Doors Fitting Instructions 
Notice d'installation - Parois Elégance
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Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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Left hinge for use with left-hand door /  
Charnière gauche pour utiliser avec parois gauche

Right hinge for use with right-hand door / 
Charnière droite pour utiliser avec parois droite
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1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.

Easa Export: Tel : +32 (0) 491 330 717   |   Fax : +44 (0) 28 92 61 23 26   |   Email : export@easagroup.com   |   Website : www.easagroup.com
Easa UK & Ireland - Tel: +44 (0) 28 9261 2500 • Fax: +44 (0) 28 9261 2326 • Email: info@easagroup.com • Website: www.easagroup.co.uk

Easa Export - Tél: +44 (0) 28 9261 6934 • Télécopie: +44 (0) 28 9261 2326 • Email: export@easagroup.com • Site web: www.easagroup.com

®
Combi adaptors Fitting Instructions
Elegance Collection Doors Fitting Instructions 
Notice d'installation - Parois Elégance

3

5

4



®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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Access Tray Fitting Instructions for Solid Floors
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Decide whether the tray is going to be installed recessed into the floor (barrier free) or mounted 

on top of the floor (easy access). If mounting on top of the floor, do not excavate the floor.

Décidez si le receveur sera encastré dans le sol (accès sans obstacle) ou monté en surface (accès 

facile). Si le receveur est monté en surface, il n’est alors pas nécessaire de toucher au sol existant.

RECESSED TRAY DESCRIBEDRECEVEUR ENCASTRÉ

1. Place tray in position and mark out the size on the floor.

1. Positionnez le receveur et délimitez la dimension sur le sol.
2. Break out screed or concrete to a minimum depth of 

50mm. Check that the tray fits into the opening.
2. Décaissez la chape ou le béton sur une profondeur 

minimale de 50mm. Vérifiez que le receveur s’insère dans 

l’ouverture

®

Access Tray Fitting Instructions for Solid Floors

 

 

Easa Export - Tel : +32 (0) 491 330 717   •   Fax: +44 (0) 28 9261 2326   •   Email: export@easagroup.com   •   Website: www.easagroup.com

Easa UK & Ireland - Tel: +44 (0) 28 9261 2500   •   Fax: +44 (0) 28 9261 2326   •   Email: info@easagroup.com   •   Website: www.easagroup.co.uk

® Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 

top anchor. Mark with pencil for centre of Anchor plate.
2. For stud walls, place the anchor plate on the stud 

location and mark the screw holes with a pencil.

Items that may be required:• Tape measure • Pencil
• Variable speed drill • Drill bit set • Screwdriver• Stud finder • Pipe and voltage detector 

• Masking tape 
If the bathroom is being fitted for a particular disabled person, 

bear in mind their height to consider where the grab rails may 

be positioned.
Please ensure that the correct type of screws are used for the 

type of wall and loading required. Do not enlarge any of the 

grab rail mounting holes nor over-tighten the screws. 
Use a pipe and voltage detector to make sure that there are 

no wires and/or pipes behind the walls where you are seeking 

to position the grab rails.
For stud walls, locate the wall studs with a stud finder. Place 

a pencil mark on the stud location. Locate two studs on the 

wall of the shower based on the length of the handrail. Mark 

the stud locations with a pencil.Mark with a pencil the location where you will install the  

grab rail.

Double check your measurements so that you are completely 

sure of them before beginning any work.
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Access Tray Fitting Instructions for Solid Floors 

Receveur Access - Notice d’installation pour sol dur 

Depending on the size, the tray may be heavy, please be careful whilst handling. Protect 

shower base from damage by using the cardboard packaging.

Selon la taille, il se peut que le receveur soit relativement lourd, veuillez être prudent lors de 

sa manipulation. Protégez le receveur de douche de tout dommage à l’aide des emballages 

cartonnés.
ACCESS TRAYS MUST NOT BE CUT (CTL cut-to-length tray models can be cut).

LE RECEVEUR ACCESS NE DOIT PAS ETRE COUPÉ. LES RECEVEURS ACCESS CTL (RECOUPÉS)

PEUVENT ÊTRE RECOUPÉS EN LONGUEUR ET/OU EN LARGEUR.

®

Receveur Access - Notice d’installation pour sol bois 

 

 

 

 

 

CROSS SECTION VIEW
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English / Français

3. Decide on direction of waste and breakout wall if required. 

For the waste it is necessary to break out 150mm diameter 

to a depth of 150mm. Repair any damage to damp proof 

course membrane. Install the waste piping (minimum fall 1 

in 40) and fit the waste securely to the pipework. The waste 

should line up with the centre of the waste opening in the tray. 

Please read the separate waste instructions.
3. Décidez du sens de l’évacuation et faites une brèche dans 

le mur si nécessaire. Pour accueillir la bonde de vidage, il est 

nécessaire de faire une brèche dont le diamètre et la profondeur 

seront fonction de la bonde utilisée. Réparez tout dommage à 

la membrane d’étanchéité. Installez la tuyauterie de la bonde 

(pente minimale de 1 pour 40) et assurez-vous que la bonde est 

bien fixée à la tuyauterie. Celle-ci devra être reliée à la bonde de 

vidage située au niveau du perçage du receveur. Veuillez-vous 

référer aux notices livrées séparément avec la bonde de vidage.

4. To ensure a waterproof seal, the supplied tiling upstand 

should be added to the edges of the tray that will be 

placed against the walls, see separate fitting instructions. 

4. Pour assurer l’étanchéité entre le receveur et le mur, les 

profilés carrelage fournis doivent être fixés sur les bords du 

receveur qui seront disposés contre les murs. Se référer à la 

notice d’installation des profilés carrelage.

SILIC
O

N
E

ELEGANCE LARGE HANDLE FOR SPLIT DOORS 
FITTING INSTRUCTIONSNOTICE D’INSTALLATION DES POIGNÉES 

ERGONOMIQUE - PAROI ELÉGANCE  DOUBLE BATTANT

Eye Protection must be worn where 
appropriate

Porter un  dispositif de protection des yeux le cas échéant

Ear Protection must be worn where 
appropriate

Porter une protection  auditive le cas échéant

Dust masks  must be used where 
appropriate

Porter un masque anti poussière le cas échéant

Use hand protection 
where 

appropriate

Utiliser des gants de protection le cas échéant

Safety Helmets must be worn where 
appropriate

Porter un casque de sécurité le cas échéant

Foot Protection must be worn where 
appropriate

Porter des chaussures de sécurité le cas échéant

WARNING : Failure to comply with these instructions may invalidate the warranty.

ATTENTION : Le non-respect de cette notice d’installation pourrait annuler la garantie.

211118

® Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 

top anchor. Mark with pencil for centre of Anchor plate.
2. For stud walls, place the anchor plate on the stud 

location and mark the screw holes with a pencil.

Items that may be required:• Tape measure • Pencil
• Variable speed drill • Drill bit set • Screwdriver• Stud finder • Pipe and voltage detector 

• Masking tape 
If the bathroom is being fitted for a particular disabled person, 

bear in mind their height to consider where the grab rails may 

be positioned.
Please ensure that the correct type of screws are used for the 

type of wall and loading required. Do not enlarge any of the 

grab rail mounting holes nor over-tighten the screws. 
Use a pipe and voltage detector to make sure that there are 

no wires and/or pipes behind the walls where you are seeking 

to position the grab rails.
For stud walls, locate the wall studs with a stud finder. Place 

a pencil mark on the stud location. Locate two studs on the 

wall of the shower based on the length of the handrail. Mark 

the stud locations with a pencil.Mark with a pencil the location where you will install the  

grab rail.

Double check your measurements so that you are completely 

sure of them before beginning any work.
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® Combi adaptors Fitting Instructions
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Elegance Large Handle for Full Doors Fitting Instructions

Notice d’installation des poignées ergonomique Elégance

Eye Protection must be worn where 
appropriate

Porter un  dispositif de protection des yeux le cas échéant

Ear Protection must be worn where 
appropriate

Porter une protection  auditive le cas échéant

Dust masks  must be used where 
appropriate

Porter un masque anti poussière le cas échéant

Use hand protection 
where 

appropriate

Utiliser des gants de protection le cas échéant

Safety Helmets must be worn where 
appropriate

Porter un casque de sécurité le cas échéant

Foot Protection must be worn where 
appropriate

Porter des chaussures de sécurité le cas échéant

WARNING : Failure to comply with these instructions may invalidate the warranty.

ATTENTION : Le non-respect de cette notice d’installation pourrait annuler la garantie.
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® Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 

top anchor. Mark with pencil for centre of Anchor plate.
2. For stud walls, place the anchor plate on the stud 

location and mark the screw holes with a pencil.

Items that may be required:• Tape measure • Pencil
• Variable speed drill • Drill bit set • Screwdriver• Stud finder • Pipe and voltage detector 

• Masking tape 
If the bathroom is being fitted for a particular disabled person, 

bear in mind their height to consider where the grab rails may 

be positioned.
Please ensure that the correct type of screws are used for the 

type of wall and loading required. Do not enlarge any of the 

grab rail mounting holes nor over-tighten the screws. 
Use a pipe and voltage detector to make sure that there are 

no wires and/or pipes behind the walls where you are seeking 

to position the grab rails.
For stud walls, locate the wall studs with a stud finder. Place 

a pencil mark on the stud location. Locate two studs on the 

wall of the shower based on the length of the handrail. Mark 

the stud locations with a pencil.Mark with a pencil the location where you will install the  

grab rail.

Double check your measurements so that you are completely 

sure of them before beginning any work.
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® Combi adaptors Fitting Instructions

x2
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x2 x2

Easa Small Handle Fitting Instructions
Notice d’installation des petites poignées Elégance

Eye Protection must be worn where 
appropriate

Porter un  dispositif de protection des yeux le cas échéant

Ear Protection must be worn where 
appropriate

Porter une protection  auditive le cas échéant

Dust masks  must be used where 
appropriate

Porter un masque anti poussière le cas échéant

Use hand protection 
where 

appropriate

Utiliser des gants de protection le cas échéant

Safety Helmets must be worn where 
appropriate

Porter un casque de sécurité le cas échéant

Foot Protection must be worn where 
appropriate

Porter des chaussures de sécurité le cas échéant

WARNING : Failure to comply with these instructions may invalidate the warranty.

ATTENTION : Le non-respect de cette notice d’installation pourrait annuler la garantie.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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DEPTH STOP
BUTÉE DE PROFONDEUR

®

Evolution Half Height Enclosure Full Height Pole Fitting Instructions

4. Check the plumb in both directions with a builders level 
and for ceiling height poles mark the location of the holes on 
the ceiling, then bore holes and attach the ceiling mounting 
bracket to the ceiling using suitable screws and provided 
screw cap covers. To ensure a proper ceiling mount it may 
be necessary to add a bridge between the ceiling joists 
above the plasterboard and screw the ceiling mounting 
bracket into it.

5. Attach curtain rail mounting bracket to pole at 
the correct height for the curtain rail and mark the 
location of the holes, then being careful not to bore 
all the way through the pole, bore through the side of 
the pole using a 3.5mm diameter drill-bit and attach it 
using the screws and screw cap covers provided.

of the curtain rail should be such that the plumb of the 

being careful not to bore all the way through the pole, 
bore a hole using the supplied 3.5mm drill-bit in the upper 
curtain rail channel through the mounting bracket into the 
pole and counterbore with a larger drill at the outside to 
accommodate the screw head. Screw the curtain rail to 
pole using the supplied screw.

Use a pipe and voltage detector to make sure that there are no wires and/or pipes where you 
are boring holes in the ceiling.

Ø3.5mm

16mm



®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.

Easa Export: Tel : +32 (0) 491 330 717   |   Fax : +44 (0) 28 92 61 23 26   |   Email : export@easagroup.com   |   Website : www.easagroup.com
Easa UK & Ireland - Tel: +44 (0) 28 9261 2500 • Fax: +44 (0) 28 9261 2326 • Email: info@easagroup.com • Website: www.easagroup.co.uk

Easa Export - Tél: +44 (0) 28 9261 6934 • Télécopie: +44 (0) 28 9261 2326 • Email: export@easagroup.com • Site web: www.easagroup.com

6 7

M4.2

®
Combi adaptors Fitting Instructions
Elegance Collection Doors Fitting Instructions 
Notice d'installation - Parois Elégance

DEPTH STOP
BUTÉE DE PROFONDEUR

®

Evolution Half Height Enclosure Full Height Pole Fitting Instructions

4. Check the plumb in both directions with a builders level 
and for ceiling height poles mark the location of the holes on 
the ceiling, then bore holes and attach the ceiling mounting 
bracket to the ceiling using suitable screws and provided 
screw cap covers. To ensure a proper ceiling mount it may 
be necessary to add a bridge between the ceiling joists 
above the plasterboard and screw the ceiling mounting 
bracket into it.

5. Attach curtain rail mounting bracket to pole at 
the correct height for the curtain rail and mark the 
location of the holes, then being careful not to bore 
all the way through the pole, bore through the side of 
the pole using a 3.5mm diameter drill-bit and attach it 
using the screws and screw cap covers provided.

of the curtain rail should be such that the plumb of the 

being careful not to bore all the way through the pole, 
bore a hole using the supplied 3.5mm drill-bit in the upper 
curtain rail channel through the mounting bracket into the 
pole and counterbore with a larger drill at the outside to 
accommodate the screw head. Screw the curtain rail to 
pole using the supplied screw.

Use a pipe and voltage detector to make sure that there are no wires and/or pipes where you 
are boring holes in the ceiling.

Ø3.5mm

16mm
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.

Easa Export: Tel : +32 (0) 491 330 717   |   Fax : +44 (0) 28 92 61 23 26   |   Email : export@easagroup.com   |   Website : www.easagroup.com
Easa UK & Ireland - Tel: +44 (0) 28 9261 2500 • Fax: +44 (0) 28 9261 2326 • Email: info@easagroup.com • Website: www.easagroup.co.uk

Easa Export - Tél: +44 (0) 28 9261 6934 • Télécopie: +44 (0) 28 9261 2326 • Email: export@easagroup.com • Site web: www.easagroup.com

0

®
Combi adaptors Fitting Instructions
Elegance Collection Doors Fitting Instructions 
Notice d'installation - Parois Elégance



®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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®
Evolution Grab Rails Fitting Instructions

1. Measure from the floor up to the desired height of the 
top anchor. Mark with pencil for centre of Anchor plate.

2. For stud walls, place the anchor plate on the stud 
location and mark the screw holes with a pencil.

Items that may be required:

• Tape measure 
• Pencil
• Variable speed drill 
• Drill bit set 
• Screwdriver
• Stud finder 
• Pipe and voltage detector 
• Masking tape 

If the bathroom is being fitted for a particular disabled person, 
bear in mind their height to consider where the grab rails may 
be positioned.

Please ensure that the correct type of screws are used for the 
type of wall and loading required. Do not enlarge any of the 
grab rail mounting holes nor over-tighten the screws. 

Use a pipe and voltage detector to make sure that there are 
no wires and/or pipes behind the walls where you are seeking 
to position the grab rails.

For stud walls, locate the wall studs with a stud finder. Place 
a pencil mark on the stud location. Locate two studs on the 
wall of the shower based on the length of the handrail. Mark 
the stud locations with a pencil.

Mark with a pencil the location where you will install the  
grab rail.

Double check your measurements so that you are completely 
sure of them before beginning any work.
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