## 

## ELEGANCE COLLECTION shower screen / door / panel

- Screen manufactured from 6 mm toughened / security glass panels that meet European Standards for impact test method and classification.
- Independently tested and certified to ( $€$ standards (self-certification will NOT be accepted)
- C $\in$ CE approved to EN 14428 : 2015 and EU Construction Products Regulation (EU) No 305/2011 (CPR)
- Screens need to incorporate the Inclusive Design philosophy to meet a wide range of individual preferences, ages and abilities
- Door can be separated vertically for assisted bathing / showering
- Lower door needs to be no greater than 800 mm high for easy assisted bathing / showering
- Lower door soft top for comfort of bathing / showering assistant
- Fixed panels should have support bars for strength
- Die-cast hinges need to be extremely robust
- Available with robust and contemporarily designed stainless steel locking handles
- Handles should be ergonomic and large for easy use
- Glass should include as standard an Anti-Limescale treatment
- All Wall \& F/Panel hinges should be bi-directional with $180^{\circ}$ rotation
- All hinged door vertical \& horizontal joints should have water seals
- Durable bottom seals with incorporated water deflection flippers to provide better water retention
- Strong magnetic closures (contact attraction force $>60 \mathrm{~g} / \mathrm{cm}$ )
- No sharp edges or exposed cut metal faces
- Easy plastic adaptor for coved floors with added cutting lines
- Locking handles should be easily used for those with limited dexterity
- Easy installation with full fitting instructions
- Screen height 1900 mm
- Glass thickness has to be 6 mm
- Minimum Manufacturers Lifetime Warranty
- $100 \%$ recyclable - environmentally friendly
- Made in U.K.

Customised doors can be manufactured to order. Specific door measurements are required and it is essential to establish with us whether the inside or outside of the door measurements have been submitted before manufacturing of the doors is commenced.

